1008 H. Channon Company 


Chicago 


Yellow Jack-it Garage Jacks 


Model No. 1 
General Garage Use 



This popular model is in daily use in thousands of 
service stations today. It is the ideal jack for pleasure 
cars and light trucks and has a lifting capacity up to 
5,000 lbs. Its short length of 31 inches is a great ad¬ 
vantage when unloading automobiles from freight 
cars and in close places. Handle folds down when not 
in use. So compact that it may be quickly thrown in 
the WTecking truck when called out on a job. 

Pressure on the foot lever raises the rack bar up to 
meet the load. Then the load is lifted by strokes of 
the handle. Ratchet mechanism makes it possible to 
operate the jack with handle at any desired angle. A 
full sweep stroke is not necessary. 

Specifications 

Length of Jack.31 ' Roller Bearings. 

Length ol Handle.38 ' Ratchet Lift. 5 * 

Diameter of Wheels. 7^i' Maximum Lift.16H' 

Face of Wheels. 2}<j Range of Adjustment.... 3H' 

Diam. of Caster Wheels.. 3J|' Minimum Height.8?*' 

Face of Caster Wheels. . . 1J4' Weight.109 lbs. 

Axle in Large Wheels- 1 H ’ Capacity.5.000 lbs. 


Model No. 2 
Truck Jack 



Heavy duty jack for truck use. It has a capacity 
up to 10,000 lbs. Hyatt bearings make it extremely 
easy to move around when the jack is loaded. The 
length of 48 inches together with the 52 inch handle 
gives a reach of 100 inches—long enough to reach the 
rear axle on any truck. 



Model No. 4 
High-Low Bloonjack 


This new model High-Low Bloonjack is designed 
to handle any car with balloon tires. It has a remark¬ 
able lifting range of from 6 inches when lowered to 
14}4 inches at its maximum height, all leverage, no foot 
or hand adjustment. So many cars have extreme low 
axles which combined w r ith balloon tires (when deflated) 
will not permit the use of any ordinary garage jack. 
Will also handle ANY car with regular tires. 

Another feature is its length of 43}^ inches. There 
are many cars with rear tank, tire carrier and rear 
bumper, giving an overhang that makes it difficult to 
reach the axle with a shorter jack. 

The handle is 42 inches long. Ratchet mechanism 
is simple and in close quarters such as between cars or 
close to the wall it permits raising the load by short 
strokes, holding the handle at any angle desired. 


Specifications 

Model No. 4 High-Low Bloonjack 


Length of Jack.45H* 

Length of Handle.42 ' 

Diameter of Wheels.6 * 

Face of Wheels.2H" 


Diam. of Caster Wheels.. 3Jjj' 
Face of Caster Wheels... 1 
Axle in Large Wheels.... 1>^' 


Roller Bearings.. 

Lift.8b’ 

Maximum Height.14 JF 

Minimum Height.6 * 

Weight.134 lbs. 

Capacity.5,000 lbs. 


Specifications 

Length of Jack.48 ' Ratchet Lift. 5 ' 

Length of Handle.52 ' Maximum Lift.20 ' 

Diameter of Wheels.7 Range of Adjustment.... 3H' 

Face of Wheels.4 ’ Minimum Height.8Jt* 

Diam. of Caster Wheels.. 3%’ Swivel Saddle Hand 

Face of Caster Wheels... 1W’ Adi . 3H* 

Axle in Large Wheels .... IK' Weight.194 lbs. 

Roller Bearings.Hyatt Capacity.10,000 lbs. 

Google 


Prices 


No. 1 Steel Wheels Price Each.$36.00 

No. 1 Fibre Wheels “ “ 60.00 

No. 2 Steel Wheels “ “ 61.00 

No. 4 Steel Wheels “ « 39.00 

No. 4 Fibre Wheels “ “ 61.00 
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